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Abstract—Flexible Alternating Current Transmission Systems
(FACTS) have achieved to enhance the flexibility of modern
AC power systems, by providing fast, reliable and controllable
solutions to steer the power flows and voltages in the network.
The proliferation of High Voltage Direct Current (HVDC) trans-
mission systems is leading to the opportunity of interconnecting
several HVDC systems forming HVDC Supergrids. Such grids
can eventually evolve to meshed systems which interconnect a
number of different AC power systems and large scale offshore
wind (or other renewable sources) power plants and clusters.
While such heavily meshed systems can be considered futuristic
and will not certainly happen in the near future, the sector
is witnessing initial steps in this direction. In order to ensure
the flexibility and controllability of meshed DC grids, the shunt
connected AC-DC converters can be combined with additional
simple and flexible DC-DC converters which can directly control
current and power through the lines. The proposed DC-DC
converters can provide a range of services to the HVDC grid,
including power flow control capability, ancillary services for the
HVDC grid or adjacent grids, stability improvement, oscillation
damping, pole balancing and voltage control. The present paper
presents relevant developments from industry and academia in
the direction of the development of these converters, considering
technical concepts, converter functionalities and possible integra-
tion with other existing systems. The paper explores a possible
vision on the development of future meshed HVDC grids and
discusses the role of the proposed converters in such grids.
Index Terms—Current flow converters, HVDC systems, HVDC
grids, flexible power systems, FACTS.
I. INTRODUCTION
MOST countries worldwide have set a series of ambitiousclimate and energy targets to combat climate change
while increasing energy security. While the strategy is very
dependant on the policies in each specific country, the role
of offshore generation (especially wind) will be decisive in
order to meet current and future energy challenges. Offshore
wind power plants present a number of benefits compared to
traditional onshore installations [1]: the availability of higher
wind speed, the possibility of transporting very large structures
(allowing larger wind turbines) and the limited available inland
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locations to install new wind farms in some countries (mainly
in Europe).
Offshore generation facilities can be connected to the main
50 Hz or 60 Hz AC grid using transmission systems based
on AC or DC technology [1]. The choice between these
technologies depends on the cost of the installation which
depends in turn on the transmission distance and power rating.
The need to compensate for the impedance of the cables in AC
transmission makes its price grow with the distance at a higher
rate than DC transmission whereas DC transmission implies
a high fixed cost due to the need of large power converters.
Thus, there is a break-even distance from which the DC option
becomes lower priced than AC [2]. For submarine cables the
break-even distance is usually around 100 km.
Until the last decade, high voltage direct current (HVDC)
transmission systems were mostly based on current fed Line-
Commutated Converters (LCC). New converter topologies
and lower priced fast-switching semiconductors made possi-
ble to build Voltage-Sourced Converter (VSC) based HVDC
transmission systems. The benefits of using VSC and fast
switching are the ability to independently control the active
and reactive power while reducing the size of the output
filters needed to have a low harmonic distortion [1], [2].
This last benefit is especially relevant for offshore applications
where the footprint and weight of the converter stations is a
critical issue. Novel VSC-HVDC designs based on modular
multilevel converters (MMC) are arriving to efficiencies close
to LCC converters. One drawback of VSC-HVDC is that
the achieved voltage and current levels (although it has been
increasing substantially in the last decade) is still lower than
LCC. In any case, mainly due to the footprint and weight
issues, all the offshore power plants which need a DC cable
connection are being planned with VSC-HVDC transmission
technology. The worlds first VSC-HVDC for offshore power
transmission (BorWin1) was successfully commissioned off
the coast of Germany in 2009. A number of VSC-HVDC
converter stations for offshore wind power plants (DolWin
1, 2 & 3, BorWin 2, HelWin 1&2, SylWin 1&2) are being
installed and commissioned in the North Sea since then. While
VSC-HVDC technologies based on MMC have motivated a
great break-through in power transmission technology, remote
offshore wind power plants have a crucial challenge which
needs to be addressed: the cost of the overall offshore wind
power plant, also including the platforms, is very expensive.
Industry and academia have responded to this challenge
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by proposing some alternative designs which aim at reducing
cost in different subsystems: diode rectifiers or LCC-HVDC
converters can be used in the offshore converter station [3], [4];
Hybrid VSC/LCC transmission technology can be used with
different converters onshore and offshore [5], [6]; Series or hy-
brid series-parallel DC collection grids for offshore wind farms
can be used [7], [8]; Converter reduction or elimination in the
wind turbines, by using the VSC-HVDC converter to modulate
the offshore frequency and the average wind turbine speed
[9], [10]. While the proposed solutions bring some promising
ideas for cost reduction of offshore wind power plants, the
integration of these systems with the HVDC transmission
can bring some new technical challenges for the transmission
links. A clear example is the possible deployment of converter
stations based on diode rectifiers. Such a technology can bring
a cost reduction, but the lack of controllability of the diodes
will pose some operation, protection and stability challenges
which need to be addressed.
It is important to remark that converter stations based on
technologies not able of forming a grid (such as diode rectifier
units and LCC converter stations) require external devices to
form the offshore AC grid and control the frequency. This
can be provided by an appropriate coordinated control of
a plurality of wind turbines running in grid forming mode,
or by additional equipment such as STATCOM systems or
batteries interfaced with Voltage Source Converters (VSC).
These options have been studied in references [11]–[13] and
are being explored in the frame of the EU project Promotion
[14] and have been proposed by relevant manufacturers [15].
Currently, existing VSC-HVDC transmission systems in
Europe use point-to-point connections. This means that each
individual converter is directly connected to another single
converter by means of a DC cable. More terminals can be
added (keeping a radial structure) evolving into the so-called
multiterminal HVDC (M-HVDC) scheme. Two multiterminal
(Nan’ao, 3 terminals, and Zhoushan, 5 terminals) HVDC
projects are already in operation in China [16], while some
projects are under study in the rest of the world. Furthermore,
there exist the opportunity to create meshed HVDC grids off-
shore, both interconnecting different countries and transmitting
all the offshore power generated.
Figure 1. The European Supergrid. Source: Friends of the Supergrid
The offshore grid alternative can eventually evolve in the
so called Supergrid [17] (Figure 1 shows the vision of the
European Supergrid). Such a concept shows a number of
advantages (comparing to other transmission options such as
point to point HVDC or HVAC) and is definitely optimum
but requires standardization and coordination. On the other
hand, some initiatives (the most relevant in Germany [18]) are
targeting at reinforcing AC power systems by introducing large
VSC-HVDC links interconnecting the offshore generation
plants with the load centres.
The development of HVDC grids presents a number of
technical challenges (There are also a number of non-technical
challenges which are extremely important, including eco-
nomical, ownership and legal aspects): optimum topologies
definition considering cost optimization and system reliability;
Development of reliable, efficient and cost effective power
converters (DC-DC and DC-AC) able to create independent
grids and provide support to the main AC systems; Devel-
opment of technologies to ease the controllability of power
flows; HVDC circuit breaker technology with reasonable cost
and efficiency; Fast and reliable systems for fault detection
and isolation; Power flows control and optimization; Voltage
control in normal and fault conditions. The previously men-
tioned challenges are certainly important and need to be (and
are being) addressed in the short-medium term in order to
allow the development of HVDC grids.
The present paper is organized on the basis that future
HVDC grids will be very complex systems, incorporating a
number of different power converters of different nature. Such
hybrid grids will be composed of VSC converters (2-level,
MMC half bridge and MMC full bridge), thyristors-based
LCC converters, diode rectifier based converters and DC-DC
converters of different nature [19], [20]. The hybridization will
allow the interconnection of different sub-systems but will also
imply severe limitations on the operational capacity of the
involved converters. Specific power converters and apparatus
will be required to control the power flows, protect the power
system and ensure stability.
The present paper combines a revision of the state of the
art in the topic, with a vision on future meshed HVDC grids
including the proposed converters. It presents some different
developments from industry and academia on flexible DC-
DC converters to be able to develop flexible HVDC grids.
The paper addresses different technical concepts, converter
functionalities and possible integration with other existing
systems. The paper envisions future HVDC grids where the
proposed converters can be integrated with other equipment
like HVDC circuit breakers, to achieve the required flexibility
at a reasonable cost. The rest of the paper is structured as
follows. Section II synthesizes the state of the art and sum-
marizes the main technologies proposed. Section III presents
the vision of future HVDC meshed grids with the proposed
flexible DC-DC converters. Section IV elaborates on the main
features that characterize the proposed converters and presents
some results which prove these features. Section V discusses
trends, challenges and research needs. The conclusions are
summarized in Section VI.
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II. STATE OF THE ART
Current Flow Controllers (CFCs) or Power Flow Controllers
(PFCs) are power converters of full or reduced size that can
be used to support the overall control of an HVDC grid.
There are three main categories of devices that can be used as
CFC depending on the way they are connected to the HVDC
grid: parallel-connected, series-connected and parallel-series-






















Figure 2. CFC concepts. (a) Parallel-connected. (b) Series-connected. (c)
Series-parallel-connected.
A. Parallel-connected CFCs
Parallel-connected devices are connected between the pos-
itive pole and the negative pole of the transmission system
[21], [22]. They are essentially DC-DC transformers with a
voltage transformer ratio between the input and the output
that are used to interconnect HVDC systems with different
voltage level and can provide other functionalities as power
flow control [23]. The main drawback of parallel-connected
devices is that they have to withstand the nominal voltage
of the transmission system and need to be rated for the full
power flowing through the device, which can mean hundreds
of megawatts. Therefore, this leads to high costs not always
justifiable for only power flow applications [24].
B. Series-connected CFCs
Series-connected CFCs can be smaller devices and are
floating at the positive or negative pole of the HVDC system
inserting a variable voltage in series with the line [21].
Therefore, they must not be rated for the nominal voltage of
the transmission system but for the nominal current of the
line. With few kV it is possible to regulate tens or hundreds
of amperes since the cable resistances are very low [21]. This
fact may diminish their cost, compared to parallel-connected
CFCs and can make them more convenient to regulate current
flows. Another consideration regarding series devices is that
they have to be placed in the positive pole and also in the
negative pole, otherwise the symmetry of the current flow is
lost in the HVDC grid [23]. They can be classified as: series
variable resistors, AC-DC converters and DC-DC converters.
CFCs based on series variable resistors achieve the variable
voltage by means of a variable resistance in series with the
line. A series variable resistor can be inserted in the DC grid
to directly modify the resistance of the line. It allows to apply
only positive voltage which reduces the current through that
cable. Its main disadvantage is that the losses of the system
get increased and may require additional cooling equipment
[24], though, its simplicity is a key factor to take into account.
A scheme of the series variable resistor is shown in Fig. 3.
Similar techniques have been applied in AC systems for fault







Figure 3. Series variable resistor.
AC-DC converters exchange power between the AC system
and the HVDC grid. Therefore, they apply positive or negative
voltage in series with the line where they are connected and
this allows to regulate the current flow. The voltage applied
depends on the external AC source and the converter topology.
An isolation transformer is required to be floating at the
positive pole or the negative pole, so that the device does not
need to withstand the nominal voltage of the DC system, but
only a small percentage of it [21].
Several topologies of AC-DC converters for power flow
control have been proposed in the literature. An AC-DC con-
troller made of two six-pulses thyristor converters connected
in dual-configuration is presented in [26]. It allows four-
quadrant operation but it cannot control active and reactive
power independently. The advantages lie in the simplicity and
reliability of thyristor converters and their low losses. Fig. 4(a)














Figure 4. CFCs based on AC-DC converters. (a) Thyristor-based CFC. (b)
IGBT-based CFC.
Another proposal regarding AC-DC converters for power
flow is the concept introduced in [27], [28]. The converter is
shown in Fig. 4(b) and is made of a two-level, three phase VSC
and a four-quadrant chopper. The two-level VSC maintains
the capacitor voltage constant, while the chopper regulates
DC current by generating a variable mean DC voltage on the
DC line. The chopper allows to operate with any direction of
line current (four-quadrant operation). This topology is more
flexible since allows reactive power regulation in the AC side.
Nevertheless, converter losses can be higher in comparison
with the thyristor-based converter [26]. In [29], an analogous
AC-DC converter but based on modular multilevel current
source technology [30] is presented.
DC-DC converters based CFCs exchange power between
different lines of the HVDC system, thus they are also called
interline CFCs [31]. They do not require an AC grid to
create the variable voltage source, therefore, the AC isolation
transformer is not needed. In comparison with the AC-DC
converters, the variable voltage they can apply is limited by the
HVDC line currents and the converter topology. They are also
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floating at the HVDC poles and the power extracted from one
line is injected into the other line, applying positive voltage
in one line and negative voltage in the other line if currents
flows have the same direction.
One of the first DC-DC converters for current flow control
was proposed in [32], [33]. It consists on two H-bridges,
each one connected to one HVDC line. Fig. 5(a) shows the
presented topology, which was chosen to take advantage of the
standard VSC full bridge cell [32]. An alternative topology
with the same functionality is depicted in Fig. 5(b), which
consists on merging the two capacitors and removing the
redundant switches. It allows to apply positive or negative
voltage in any line, and it is prepared to operate with any
current flow through the lines. The capacitor is used to
exchange power between the two HVDC lines. This converter
is analysed in [34], [35]. In [36], an experimental validation of
this CFC topology is also provided along with the coordination

















Figure 5. Dual H-bridge. (a) General topology. (b) Simplified topology.
Another proposal of an interline DC-DC converter for power
flow regulation is presented in [31]. Although this converter is
made of two H-bridges as well, their switches require reverse-
voltage blocking capability since capacitor voltages can be
positive or negative. Introducing a diode in series with each
IGBT is one option to achieve such capability. This device also
allows to operate with any current flow. The element which
exchanges power with the two H-bridges is an inductance
(made of an inductance plus an isolation transformer), instead
of the capacitor used in [32]. The general topology scheme is
depicted in Fig. 6(a).
When considering a 3-terminal meshed DC grid, the previ-
ous topology can be simplified into Fig. 6(b). This converter
topology is rather simple but it allows to operate only when
line currents are entering the CFC, so that the MMC-VSC in

















Figure 6. Interline DC-DC topology. (a) General topology. (b) Simplified
topology.
The same authors introduced and enhanced interline CFC
topology that can operate with any current flow direction and
at the same time has a rather simple structure [37]. The CFC
structure is depicted in Fig. 7. Another modification of this
CFC topology can be found in [38], where the CFC is able
not only to provide bidirectional power flow but also to be








Figure 7. Enhanced interline DC-DC topology.
In [39], a simplified interline DC-DC CFC structure for
unidirectional current flow control is introduced and analysed,
which was presented in [40], [41]. The two possible converter

















Figure 8. Series interline DC-DC unidirectional CFC. (a) Structure when the
currents of line 1 and 2 are going out the device. (b) Structure when the
currents of line 1 and 2 are going in the device.
In [42] two variable resistors are added in each HVDC line
in series to the CFC structure in Fig. 6(b) in order to have
additional degrees of freedom. This represents a combination
of the series variable resistor CFC and an interline DC-DC
CFC.
References [43], [44] are based on the design presented
in Fig. 6(a), but they incorporate an additional H-bridge
between the AC transformer and each HVDC line, obtaining
an additional DC stage at each side.
Due to the fact that CFCs are going to be installed in
HVDC grids, where the converters terminals are expected to be
MMCs, it is reasonable to think of CFCs made of MMCs sub-
modules. Several authors suggested CFC cell-based converter
structures based on submodules of MMCs that provide easy
scalability and modularity to be adapted to different voltage
levels at the expense of having more complex structures.
For instance, in [45], two 3-phase MMCs based on full-
bridge submodules are connected through the AC side via
an AC transformer in a Front-to-Front (F2F) configuration
and the DC sides of each MMC are connected to different
HVDC lines. The MMCs exchange power through the AC
side to apply series voltages on the lines to regulate the current
flows and a scheme of the converter structure can be found in
Fig. 9(a).
Another proposal of a modular and scalable CFC based
on full-bridge submodules is presented in [46] and depicted
5
in Fig. 9(b). This converter does not require an isolation
transformer and is made of 5 cell-based arms. Arms 1 and 2
inject the required DC voltage to perform the current control,
while at the same time modulate AC circulating current
between them and Arm 3 to maintain the balancing of the
submodules. Arm 3 provides a short-circuit path for the AC
current and Arms 4 and 5 apply the inverse AC voltage of
Arms 1 and 2, respectively, in order to avoid the circulation
of AC current through the HVDC lines. This CFC device
offers a suitable option for high CFC voltage ratings but
































Figure 9. CFCs based on MMC structures. (a) CFC with two 3-phase MMCs
in F2F configuration with an isolation transformer. (b) CFC based on 5 MMC
arms without AC transformer.
As a result, the authors of the previous modular and scalable
CFC device, suggested another CFC structure more suitable
for medium CFC voltage ratings [47]. The circuit in [47], is
based in CFC cells, each one made of full-bridge units in each
HVDC line connected between them through a capacitor and
bidirectional switches.
The majority of the proposed DC-DC or interline CFCs in
the literature consider that the device is connected between
three different ports: one HVDC node and two HVDC lines,
which means that the devices can be called 3-port CFCs.
However, in a highly meshed HVDC grid, the number of
possible HVDC lines connected to the same node can be
higher than three. As a result, researchers are also considering
multi-port CFC structures that can be connected to a generic
number n of lines. Some multi-port CFC devices can be found
in [45], [48], [49].
For example, in [48] an extended version of the Dual H-
bridge presented in [32] is proposed. For each HVDC line, an
H-bridge is added and a single capacitor is connected to each
H-bridge (see Fig. 10(a)).
Also, an extension of the MMC-based DC-DC CFC topol-
ogy presented in [45] for a number n of lines is introduced in
[50].
A multi-port CFC concept based on MMC arms and called
Multi-port polygon-shape is introduced in [49] and also illus-
trated in Fig. 10(b).
C. Series-parallel-connected CFCs
The series-parallel-connected CFCs are a combination of
both series and parallel-connected devices. One side of the
CFC is installed in series with the HVDC line and the other
side is connected in parallel between the two poles of the
HVDC system. The advantage of this type of CFCs is that they
can control the current of the line without depending on the




























Figure 10. Multi-port CFCs. (a) Multi-port topology of the Dual H-bridge.
(b) Multi-port polygon-shape CFC based on MMC arms.
connections. The CFC exchanges power between the series
connection with the line and the parallel connection of the
HVDC system to be able to apply a variable series voltage
source in the line [51]. One drawback is that a converter to
withstand the full pole-to-pole HVDC voltage is required as in
parallel-connected CFCs. However, the rating of this converter
can be lower, since not all the power of the HVDC system
circulates through it.
The concept proposed in [51] uses a Dual Active Bridge
(DAB) as a parallel-connected converter and then a extended
version of the topology introduced in [37] is connected in
series with two HVDC lines.
In [52], a series-parallel-connected CFC is also suggested
and the work focuses the analysis on the influence of this kind
of CFCs in power system studies. The average model of the
CFC device is obtained and used to perform small-signal and
stability analysis.
Another series-parallel-connected CFC structure can be
found in [53], where a DAB is also used as a parallel-
connected DC-DC converter.
A series-parallel CFC similar to the thyristor concept in
[26], where the AC voltage is obtained from a AC-DC
converter connected in parallel with the transmission line is
proposed in [54].
Finally, a concept which can be included in the series-
parallel group, though it does not share all of its drawbacks,
is the one presented in [55], [56]. The CFC is depicted in
Fig. 11, where a submodule of the MMC at the node is used
to generate an AC source via an AC-DC converter connected to
the capacitor submodule. The AC source is connected through
an AC transformer to another AC-DC converter, which has a
series connection with the HVDC line and can apply a variable
voltage. The previous CFC structure brings the advantages of a
series-parallel CFC concept but it does not require to withstand
the pole-to-pole voltage of the HVDC system. Nonetheless,
this type of CFC must guarantee the proper balancing and
operation of the MMC when current flow control capability is
used.
III. VISION OF COMPLEX HVDC GRIDS INCLUDING
FLEXIBLE DC-DC CONVERTERS
Both High Voltage AC and DC systems are experiencing















Figure 11. Series-parallel CFC connected to the MMC submodules.
key transformations than can be expected in different time
horizons.
Table I
FUTURE TRANSFORMATIONS FOR HIGH VOLTAGE AC AND DC SYSTEMS.
Time
horizon High voltage AC systems High voltage DC systems
Nowadays
Dominate the power sys-
tem. AC is the base of
the power system, integrat-
ing an increasing amount of
power converters. The key
advantage of cheap, effi-
cient and reliable transform-
ers and protections make
AC the preferred choice.
Used mainly in point-to-
point interconnections when
AC lines are not feasible
(very long overhead lines,








offshore AC hubs, intercon-







Possible irruption of solid-
state transformers, moving
toward a pure power elec-
tronics AC system.
Expected proliferation of
meshed HVDC systems, in-
cluding DC-DC converters

















The different control approaches investigated in the last
years [1], [2] have addressed the need to control the voltages
and powers throughout meshed HVDC grids. However, most
studies assume the usual shunt connection of the converters
and therefore, the studies are not considering the possibility
of using series-connected converters to further improve the
system performance, especially in the case of risk of overload
of some of the system lines. In practice, such overloads can
cause bottlenecks in the system which can limit the power
exchange capability between systems, with the consequent
economic impact, when the interconnected systems have im-
portant differences in the cost of electrical energy.
A. Flexible converters for meshed HVDC grids
Series-connected CFCs can evolve to become a new breed
of power converters to ensure a high flexibility in HVDC grids.
Such converters can eventually become the DC version of
Flexible AC transmission systems (FACTS). These kind of
converters can be needed especially when a DC grid becomes
meshed, and the parallel connected converters (MMC) are not
able to control the power flows in the system. It would be a
case similar to series-connected FACTS in AC systems, which
are used (for example) to prevent overloads in certain lines in
meshed systems. Long DC cables can introduce dynamics and
oscillation modes that should be considered in the stability
analysis and control design of the converters, including the
CFCs. In particular, the CFCs can include active damping
controls to mitigate potential unstable oscillation modes.
The converter principle of operation (for most of the in-
terline concepts) relies on inserting the capacitor alternatively
in one or the other line, allowing the converter to act as two
variable DC sources connected between lines. This equivalent
variable DC sources allow changing the system voltages
and therefore modifying the overall system power flow and
allowing an enhanced system controllability. The converter
has a reduced amount of energy storage (only in the DC
capacitor) which can be adjusted choosing the right capacitor.
In order to provide the system services (power flow control
capability, stability improvement, oscillation damping, pole
balancing and voltage control), the converter applies the right
voltage in the voltage sources and therefore changes the overall
system currents and voltages. The concept can be understood
as having series FACTS (Flexible AC Transmission Systems)
in DC networks, with the key difference than in DC systems
reactive power is meaningless. Some of the AC-DC converters
of the system (MMC based VSC-HVDC) will also have
capability of providing ancillary services to the hybrid HVDC
grid. These converters will be coordinated with the flexible
DC-DC converters to provide the required services. The series
disposition of the converters allows to provide some of the
services more efficiently as they can impact more importantly
the overall system power flows.
The possible integration of DC-DC converters with DC
circuit breakers is especially significant, to develop a device
with advanced functionalities while minimizing the cost.
B. Future complex HVDC grids
The following five concepts (Fig. 12) show some possible
evolutions of HVDC transmission systems for offshore wind
power plants. The baseline case is Concept 0, which is a
point-to-point VSC-HVDC transmission link. Some of the
concepts discussed are natural evolutions which have been
already investigated while others are more disruptive concepts:
• Concept 1: Multiterminal HVDC system. This is the
natural evolution of point-to-point systems (Concept 0).
• Concept 2: Converter stations with reduced cost. Different
technologies have been suggested for cost reduction of
offshore converter stations. These include diode-rectifer
based converters, LCC converters, DC collection grids
for the offshore wind power plant, and others. Some of
the concepts can potentially achieve cost reduction, also
rising some technical challenges on the overall system
controllability, operation and protection.
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Concept 1: Multiterminal HVDC system
Concept 2: Converter stations  reduced cost
Concept 3: Hybrid meshed HVDC grid
Concept 4: Hybrid meshed grid with distributed converters
 Concept 5: Distributed flexible DC integrated with CBs
Figure 12. Possible evolutions of HVDC transmission systems for offshore
wind power plants
• Concept 3: Hybrid meshed HVDC grid. The cost reduc-
tion of the converter stations and the evolution towards
a meshed HVDC network are combined, resulting in a
complex hybrid system including converters of different
nature. Circuit breakers are also required to define dif-
ferent protection zones and avoid in whole system loss
whenever a fault in the DC grid occurs.
• Concept 4: Hybrid meshed grid with distributed convert-
ers. Flexible DC-DC converters (of low cost, because of
their lower power rating) are proposed. Flexible DC-DC
converters will be used for multiple services including
power flow control, ancillary services for the HVDC
grid or adjacent grids, stability improvement, oscillation
damping, pole balancing and voltage control.
• Concept 5: Hybrid meshed grid with distributed flexi-
ble DC-DC converters and flexible DC-DC converters
integrated with HVDC circuit breakers. The concept of
integration of flexible DC-DC converters with HVDC
circuit breakers can enable the utilization of flexible DC-
DC converters at almost no cost, since all the required
components are already available in the HVDC circuit
breakers.
The overall cost of Concept 1 is high because it is based on
using VSC-HVDC in all the converter stations. The overall
cost is reduced in Concept 2, by using simpler and less
controllable converters. Further reductions are obtained in
Concept 3 by using a meshed grid, and using it for power
exchange between countries and to increase the reliability
of the transmission of offshore generated power. Concept 3
is likely to be unstable (for the lack of controllability), and
therefore Concept 4 is proposed at the cost of increasing the
CAPEX by adding the proposed flexible DC-DC converters.
This CAPEX increase is compensated by the OPEX reduction
for the improved system reliability and availability. Concept
5 integrates the flexible DC-DC converters converters with
HVDC circuit breakers, and therefore it achieves OPEX im-
provement without increasing the CAPEX.
It is important to remark that while Figure 12 covers a
complex HVDC grid with different technologies of power
converters, the proposed converter will be also needed in
different possible scenarios with less variability of power
electronics converters.
Fig. 13 shows an example of an eventual future European
HVDC grid including multiple different technologies in the
converter stations (Concept 3). The illustrated concept does
not pretend to show the best possible future solution, but to
exemplify a possible hybridized network that can eventually
exist as a result of a complex history of decisions taken
by several transmission system operators, regulatory bodies,
offshore renewable projects developers and HVDC technology
providers. The upper subfigure includes a network divided
into 5 different protection zones (to minimize the number of
HVDC circuit breakers) including LCC-HVDC, VSC-HVDC
and DC-DC converters The different circled numbers in Fig.
13, indicate the different protection zones). In such a highly
hybridized system, the overall system controllability and sta-
bility is an important challenge. The utilization of the flexible
DC-DC converters is suggested (subfigure below, Concepts
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4 and 5) to deal with the control of the overall power flows
and maintain the system stability. The proposed converters are
small power converters connected in series used to control the
power flows, ensure the operation at the reference voltage,
damp oscillations, while ensuring proper operation in normal
and fault conditions (for faults in the DC and AC systems).
The converter is integrated in some cases with one or several
circuit breakers. It can be noticed that power converters with







































Figure 13. Example of a possible future European HVDC grid
IV. FLEXIBLE DC-DC CONVERTERS FOR HVDC GRIDS
The following features characterize the proposed concept:
1) Small: Converters will be rated at full line current, but
rated to limited voltage, approximately 1-5% of the
HVDC rated voltage. Therefore, the device rated power
will be of 1-5%.
2) Multifunctional: Converters will provide a range of
functionalities, including power flow control capabil-
ity, ancillary services for the HVDC grid or adjacent
grids, stability improvement, oscillation damping, pole
balancing and voltage control. The converters can help
to mitigate possible perturbations or oscillations caused
by specific power converter solutions in the AC-DC
converter stations.
3) Distributed: A number of devices will be installed in
the network in order to guarantee an optimal system
operation and maximize efficiency and reliability.
4) Integrated: The converter will be integrated with HVDC
circuit breakers. This will allow a multifunctional cir-
cuit breaker, combining the functionalities of the two
devices.
5) Secure: As it is not a protection device, the converter
needs to be protected or integrated (previous point) by
other elements of the system. The converter will have
to be coordinated with appropriate circuit breakers to
ensure the safe operation. The converter will include a
bypass which will be activated when the converter is not
operating and it can also be used in fault condition.
6) Efficient: Due to the reduced power rating of the con-
verters, the losses are expected to be also low. In [32],
the losses of the Dual H-bridge CFC are stated to be
around 24 kW and in [57], for the converter in Fig.
21(a), are calculated to be between 8-23 kW, depending
on the operational point. In both cases the converters are
steering hundreds of MW.
7) Reliable: The converter complexity is reduced, due to
the rating of 1-5% of the HVDC voltage. For instance,
the CFC device presented in [32] is thought to be made
of two MMC full bridge cells and other works consider a
reduced number of switches in series to withstand the re-
quired voltage [39]. While expected failure rates are very
low, as it is a series-connected converter, it is needed to
employ a bypass switch which will be activated in case
of any failure in the converter. The distributed concept,
discussed in Subsection IV-B, contributes significantly
to improve the reliability of the concept as a number
of devices are introduced in the system and some of
them can be used to provide a similar service in case of
failure, bringing extra redundancy.
In the rest of the Section, some research results and ideas
are exposed in order to enhance the presented features.
A. Small series connected interline converters
The converters can be considered small because they have
power rating which is a small fraction of the power they are
handling (1 to 5 % as example). This Section shows the sim-
ulation and experimental results of the interline DC-DC CFC
[39], [40] illustrated in Fig. 8(a). The operation of the device
consists on inserting a capacitor in series with the lines where
it is connected by closing its switches in a complementary
manner. The current of the lines can be regulated based on the
previous operation and the CFC capacitor achieves a certain
voltage that ensures the desired current relation. Also, the duty
cycle sent to the switches establishes the current relation in
steady-state [39].
The HVDC grid used in the simulations is shown in Fig. 14
and the results are depicted in Fig. 15, where a current
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reference for I∗41 is given to the CFC and it is maintained also
when the power of the nodes change, demonstrating the current
control capability of the device. The coordination between the
converter and the protection system is not included in the






















Figure 14. 4-terminal meshed HVDC grid with the CFC installed in Node 1.
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Figure 15. Simulation results. (a) CFC currents. (b) Line currents. (c) CFC
voltage. (d) Node voltages. (e) Duty Cycle. (f) Node powers.
prototype of the aforementioned CFC is built and tested in a
scaled down DC grid in the laboratory as the one in Fig. 16.
The VSCs and the CFC can be seen in Figs. 17 and 18,
respectively.
Figs. 19 and 20 depict the experimental results with the CFC
in the experimental platform in the laboratory. Fig. 19 shows
the results with the open-loop control with a duty cycle of the
CFC set at 0.5, which means that half of I1 circulates through
line 12 and the other half flows through 13. The CFC needs
to apply certain voltages on the grid to provide this current



























Figure 16. Scheme of the experimental 3-terminal meshed DC grid with a
3-port CFC in the laboratory.
VSC 1
CFC
VSC 2 VSC 3





Figure 18. Detail of the CFC converter.
Fig. 20 illustrates the operation of the CFC in closed-loop
current control. Initially, the CFC regulates the current I12p
at 0 A, and then, the setpoint is changed to 5 A. It can be
seen that the voltage of the CFC capacitor increases its value
in order to achieve such an effect and the line currents I13p
and I23p are modified accordingly, since the same power in
the nodes is maintained.
The experimental validation of the converter allows to proof
the concept in a low voltage system, but substantial further
work is needed in order to validate the concept at high voltage.
High voltage insulation of the converter, measurements and
control boards need to be addressed carefully.
B. Distributed converters and selective operation
This Section introduces the Distributed CFC (DCFC) con-
cept, which is based on using simplified CFC devices located
in different nodes and operating them selectively [57], [59].
The DCFCs are operated one at a time and this approach
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Figure 19. Experimental results showing a DC current and the voltages
applied by the CFC: DC current I12p (yellow), Voltage applied on line 12
(green), voltage applied on line 13 (pink) and voltage across the CFC capacitor
(cyan).
Figure 20. Experimental results showing the line currents and the CFC
voltage: DC current I12p (yellow), DC current I13p (green), DC current I23p
(pink) and CFC voltage E23 (cyan).
allows to use the most adequate DCFC for a given overload,
which permits to control the currents with a lower CFC
voltage. This work also points out the importance of choosing
adequately the location and the connection scheme of the
DCFCs to the HVDC grid. These DCFCs are based on the
topology presented in [39], [40] and a scheme of the converter
is depicted in Fig. 21(a). A possible location of those DCFCs
in a 3-terminal meshed HVDC grid is illustrated in Fig. 21(b)
and Fig. 22 shows the increase in the operational area brought
by the DCFCs.
Considering different values of powers in Node 2 and 3
(Node 1 acts as slack bus), the light grey-filled squares depict
the points where a CFC is not required since the cables of the
DC grid are not overloaded. The white-filled squares show
the points where some cable is overloaded and the dark grey-
filled squares illustrate the points where the node current is
higher than the VSCs limits. If the DCFCs cannot prevent the
overload due to their voltage rating, it is indicated with a grey
cross. The numbers inside the white-filled squares illustrate the
node or nodes where are located the DCFCs that can prevent




































Figure 21. Distributed CFCs in the 3-terminal meshed HVDC grid. (a)
Converter structure of each DCFC. (b) Scheme showing the connection of
each DCFC to the meshed HVDC grid.















































































































































































































































Figure 22. Increase in the operation area of the system due to the DCFC
approach in Fig. 21 [57].
located in different nodes can be utilised, which introduces a
redundancy that can be convenient for the controllability of
the system. The DCFC concept can provide an optimum use
of the CFC resources and maximise its reliability.
C. Integration of converters and circuit breakers
The development of both CFC and DC Circuit Breakers
(DCCB) is an important step on the road to meshed HVDC
grids. While the two functional aspects of CFCs and fault
protection exist separately, there is opportunity to integrate
the functionality into the same equipment. Some research can
be found following this approach [60]–[62].
In [60], the Dual H-bridge [32] is combined with the Load
Commutation Switch (LCS) of the Hybrid Circuit Breaker
(HCB) [63] obtaining an integrated device that can both
interrupt DC faults and has current flow control capability. The
resulting circuit can be seen in Fig. 23 under a DC fault in line
12, where the two DCCB in Node 1 are combined to obtain
the CFC device, conserving its fault protection capability.
The integration of the CFC functionality into the HCB can
provide significant advantages. The CFC capability can be
maintained when integrated into the breaker and a reasonable
commutation time is conserved, even with the increased pri-
mary branch capacitance due to the CFC integration. The pre-






























Figure 23. LCS interconnected with CFC capability. Current flow considering
a fault on line 12 with the LCS/CFC switches in OFF state and the main
breakers turned OFF [60].
across the LCS significantly [60]. The CFC/LCS also provides
over voltage protection for the CFC, since current is diverted
away from the CFC during a DC fault. Also, the pre-charged
LCS/CFC capacitance and the coupling between the two lines
allows to overcome the limitations of the original LCS design,
potentially resulting in faster breaking times. The integrated
device brings the possibility to use the charged capacitor as
a power source for other power electronics equipment that
require a power source. A limitation of the design is the re-
start capability when the CFC is discharged.
V. TRENDS, CHALLENGES AND RESEARCH NEEDS
The research and development activity related to flexible
DC-DC converters for HVDC grids is very linked to the
feasibility of HVDC grids and Supergrids. Several studies
conducted worldwide [64]–[66] support the development of
HVDC grids. The development of the projects has to face
important technical and non-technical barriers and there is
uncertainty on how this will be conducted in the next years.
Researchers from both industry and acamdemia are exploring
different power electronics, protection, cable, operation and
control aspects related to Supergrids. As far as flexible DC-
DC converters are concerned, several researchers are working
on different power electronics concepts (presented in the State
of the Art Section) and analyzing the system benefits of using
such converters. It is worth remarking, that it is very likely
that the development of these converters will be very related
to the emergence of active circuit breakers, capable not only
of breaking currents, but also providing the functionalities
described in the paper. The main benefit of integration is that
the functionalities of flexible DC-DC converters would come
”for free” with two adjacent circuit breakers.
Another important trend is the study of hybrid HVDC grids
using both VSC and LCC converter technologies. Hybrid
configurations combine low costs and power losses from LCCs
and control flexibility from VSCs. A number of applications
are presented in the literature: offshore wind integration [5],
[67], supply of weak grids or passive loads [68], [69] and
interconnection of remote energy sources and load centers
[68], [70]. Also, hybrid systems can be used to upgrade
existing LCC-HVDC links, replacing one of the terminals by
a VSC, or to form an HVDC grid by interconnecting existing
LCC and VSC-HVDC links. In China, the first hybrid 3-
terminal DC grid is planned to be commissioned in 2019 [71].
This system is based on an LCC operating as rectifier and two
VSCs operating as inverters and is rated to 8 GW at ±800 kV.
The main challenges related to the development of flexible
DC-DC converters for HVDC grids can be summarized as
follows:
• System interactions. HVDC grids have almost no inertia
and multiple power electronics converters controlled by
different algorithms implemented by different manufac-
turers. New types of oscillations and interactions are
likely to occur and can challenge the practical implemen-
tation of such systems.
• Reliability enhancement. Power electronics systems are
more and more reliable, but there is still uncertainty
which needs to be clarified. It is fundamental to ensure
that flexible DC-DC converters are extremely reliable and
do not cause any problem in the system where they are
installed.
• Cost. Adding equipment in a system which is already
very expensive is an important challenge. While the cost
of the proposed converters is low compared to MMC or
circuit breakers, the option of integrating them with other
equipment seems more appropriate to face this challenge.
• Integration of the proposed converters with hybrid LCC-
VSC schemes. Flexible DC-DC converters can provide
functionalities which are very relevant for hybrid systems,
which are significantly constrained (limited controlla-
bility, higher harmonic distortion, risk of commutation
failure, etc.)
Significant research is required in the field to allow further
development of flexible DC-DC converters for HVDC grids.
The suggested research needs can be organized as follows:
• Power electronics: While there are several relevant con-
cepts proposed, there is room for development of new
enhanced converter topologies.
• Usage of modern advanced materials for the power semi-
conductors and for the converter passive components (ca-
pacitors and inductances). Wide bandgap semiconductors
(including silicon carbide and gallium nitride) can be used
in order to enhance the converter efficiency and reliability.
• Converter integration for cables and lines of different
technologies.
• Power system protection: It is important to investigate
different protection options to ensure the safe converter
operation at a minimum additional cost. While integration
with circuit breakers is a sound option, other alternatives
can make sense for some applications.
• Functionalities implementation: Several studies have ad-
dressed the power flow control functionality, but there is
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limited research on how to achieve other functionalities
described in the paper, like oscillation damping, pole
balancing, and ancillary services provision.
• Integration of the proposed converters in existing overall
voltage and power control schemes. While the proposed
converter can provide some functionalities described in
the paper, it will also impact the overall system power
flows and voltage controls. Further research is needed to
investigate optimal approaches to integrate the converter
operation modes with existing overall system controllers.
• Operation and economical analysis: Simplified models of
the converters need to be developed and integrated in
power flow, optimal power flow and security constrained
optimal power flow studies. Such studies can reveal
the economical benefits of employing the converters.
The development of cost models is also fundamental to
analyze the economic viability of the concept.
• Integration: Integration with circuit breakers or MMC of
different technologies can be further explored. Integration
in hybrid LCC/VSC systems.
• Control interactions analysis: System studies considering
complex systems including the proposed converters need
to be studied to better understand the overall system
interactions and the services that can be provided by the
converter.
VI. CONCLUSION
The paper has addressed the concept of flexible DC-DC
converters for complex HVDC grids. The deployment of
complex HVDC grids can trigger some challenges related
to the overall system stability and control. Flexible DC-DC
converters can directly control current and power in the lines,
while providing several functionalities to the HVDC grid,
including power flow control capability, ancillary services
for the HVDC grid or adjacent grids, stability improvement,
oscillation damping, pole balancing and voltage control.
The paper has summarized some advances on the proposed
technology, including power electronics technical concepts,
converter operation and control functionalities and integration
with circuit breakers. The paper has presented the main
features expected of flexible DC-DC converters (small, mul-
tifunctional, distributed, integrated, secure, efficient, reliable)
and has formulated a possible vision on future complex HVDC
grids.
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